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Green Technology
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VT Canister

Proven Therapy

LCD Panel

Easy Dressing Change Design

Translucent Design

Panel Lock Memory Recall

Easy Cleaning

Extra Long Tube 

High Suction Power 

Disposable Canister

Low Noise Level

Distributor Set-up

Individually Adjustable 
Pressure Setting

Power Failure Alarm

Blockage Sensitivity Setting

Canister Full / Blockage /
Leakage Indicator

Alarm Mute

Whisper Quiet

Easy-to-read Fluid 
Level Markers

One Port For Accurate Pressure 
Sensing and Control

rh  Power Unit Model : __________________________________________________________________________

rh  Power Input : __________________________________________________________________________

rh  Power Consumption : __________________________________________________________________________

rh  Weight : __________________________________________________________________________

rh  Dimension : ________________________________________________________________________

rh  Agency Approval : _____________________________________________UL60601-1______________

rh  Operation mode : __________________________________________________________________________

rh  Rechargeable battery : _____________________________________________UL60601-1______________

rh  Operation Condition : _____________________________________________UL60601-1______________

rh  Transportation & Storage Condition : _____________________________________________UL60601-1______________

rh  This Power Unit is not AP/APG protected 
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100-240Vac 50 / 60Hz

Max. 27 W

1.13kg (without canister)

7” x 7” x 3.5” ( 18 x 17.9 x 8.9 cm )

EN60601-1 & UL60601-1

Continuous : 

Pressure range : -30mmHg~-200mmHg

Default : -125mmHg

Intermittent :

Pressure range : High : -50mmHg~-200mmHg

Default : -80mmHg

Low : -20mmHg~-80mmHg

Default : -20mmHg 

Time Setting : 1~10mins

Lithium-ion

Charging Time : 8hrs

Using Time : approx. 24 hours, depending on use

Temperature : 5°C to 40°C

Humidity : 15% to 93%

Temperature : 25°C to +70°C

Humidity : 0% to 93%


